
4630 Sprayer

All you ever wanted in a sprayer — and less.

Sometimes, less is more. Like spending less time in the 
field and covering more acres per day. The new 4630 
Sprayer lets you spray 60 to 100 acres per hour with an 
80-foot boom, with spraying speeds up to 15 mph. 

You can spray all day with less fatigue. The air ride 
suspension system delivers more comfort, as well as a 
more uniform spray pattern. Integrated GreenStar™ 
precision products like Swath Control Pro™ and AutoTrac™, 
as well as the SprayStar™ rate control system, mean less 
input costs, saving you more money. The 600-gallon tank 
gives you less total weight and an optimum weight split, 
plus more maneuverability. And the 4630 offers you more 
flexibility, with your choice of two axle tread spacings, 
one for cotton and one for row crops and small grains.

The new 165-hp 4630 Sprayer. Less limitations, one more 
reason to see your John Deere dealer. 
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Engine
Manufacturer 	 John Deere
Type 	 PowerTech Diesel
Peak rate power 	 165 hp 
Displacement 	 414 cu. in. (6.8 L)
Cylinders 	 6
Fuel tank capacity 	 71 US gal. (268 L)
Alternator 	 150 amp
Drivetrain
Type	 Hydrostatic 
Drive	 Full time 4-wheel drive
Shifting	 Electro-hydraulic 
Hydraulic reservoir capacity 	 16 US gal. (60 L) 
Ground speed with standard tires 	 27 mph (43 k/h)
Spray speed	 15 mph (24 k/h)
Transport speed	 27 mph (43 k/h)
Options
Air compressor 	 On board 
Foam marker 	 Direct injection foamer
Chemical eductor	 Stainless Steel
Solution System	
Capacity	 600 US gal. (2271 L) 
Tank material	 Poly
Rinse tank capacity	 70 US gallon (265 L) 
Quick fill size 	 2 in. (5 cm)  
Rate control make 	 SprayStar  
Display model	 GS2 1800 display
Flow meter	 Single
Suction strainer	 20 mesh
Pressure strainer	 50 mesh
Boom strainer (optional)	 80 mesh
Boom
Boom width options	 60, 80 ft. 18.2, 24.3 m)
Plumbing material	 Polypropylene pipe
Breakaway width	 10 ft. (3.04 m)
Boom sections 	 5
Chassis
Dry compatible	 No
Suspension 	 Air bag/shock suspended axles 
Crop clearance with standard tires	 50 in. (127 cm) 
Front tires	 380-80R38 R1W Radial 
Rear tires	 380-80R38 R1W Radial 
Flotation tires	 420-80R34 R1W Radial
Hydraulic tread adjust	 Optional 
Wheel tread spacing (2 options) 	 90-120 in. (228-305 cm), 72-88 in. (183-224 cm) 
Parking brake	 Spring-engaged, hydraulic-disengaged disk pack 
Primary brakes	 Hydrostatic
Ladder raise/lower 	 Automatic 
Total weight with 80-foot boom	 17,600 lbs. (7983 kg)
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Platform flexibility
Two axle options – wide 
or narrow – let you choose the 
tread spacing that’s right for your 
operation, one for cotton and one for 
row crops and small grains. The narrow 
configuration allows between 72 and 
88 inches of tread spacing and the wide 
configuration allows between 90 and 
120 inches.

Air ride suspension system
Comfortably spray at speeds up to 
15 mph with the air ride suspension 
system. The shock-suspended axles 
offer 6 inches of travel for unparalleled 
comfort during spraying and transport.

Integrated GreenStar™ 
precision products
Features like Swath Control Pro™ and 
AutoTrac™ allow for more accurate 
application and reduce fatigue during 
all-day spraying.
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