
5090E 5090EL 5100E
ENGINE TYPE JD PowerTechTM 4045 PWL JD PowerTechTM 4045 PWL JD PowerTechTM 4045 PWL

ENGINE HP / PTO HP *90.0EHP/75.0HP *90.0EHP/75.0HP *100.0EHP/85.0HP

FUEL CAPACITY 25.0 / 30.0 U.S. gal. 29.7 U.S. gal. 25.0 / 30.0 U.S. gal.

HYDRAULIC CAPACITY 22.5 g/m 22.5 g/m 22.5 g/m

DRIVE TRAIN 4WD 12F-12R Reverser / 
4WD 24F-12R Reverser

4WD 12F-12R Reverser / 
4WD 24F-12R Reverser

4WD 12F-12R Reverser / 
4WD 24F-12R Reverser

BRAKES Hydraulic Wet Disc Hydraulic Wet Disc Hydraulic Wet Disc 

FRONT/REAR TIRES 4WD 12.4-24/18.4-30 12.5x80-18/19.5L-24 12.4-24/18.4-30

3-POINT LIFT CAPACITY 3,213 lb (24” Behind) 3,213 lb (24” Behind) 3,213 lb (24” Behind)

3-POINT LIFT TYPE Category 2 Category 2 Category 2

PTO TYPE Ind. Electrohydraulic Ind. Electrohydraulic Ind. Electrohydraulic

APPROX SHIP WEIGHT -- / 7,275 / 8,150 lb† -- / 7,055 / --† -- / 7,275 / 8,150 lb†

LENGTH/WIDTH/HEIGHT 159.1 in./72.0 in./102.4 in. 154.9 in./83.6 in./68.0 in. 159.1 in./72.0 in./102.4 in.

WARRANTY **10-Year/1,000-Hour **10-Year/1,000-Hour **10-Year/1,000-Hour

FRONT LOADER 520M / 540M Optional 520M / 540M Optional 520M / 540M Optional

LDR LIFT HEIGHT/CAP Up to 141.0 in./3,574 lb Up to 137.0 in./3,896 lb Up to 141.0 in./3,574 lb

*Engine HP (EHP) is provided by the engine manufacturer to be used for comparison purposes only.  Actual operating HP will be less.  Refer to the engine manufacturer’s website for additional information.  
**Term limited to years or hours used, whichever comes first, and varies by model.  See the LIMITED WARRANTY FOR NEW JOHN DEERE TURF AND UTILITY EQUIPMENT at JohnDeere.com for details.
† When three weights are shown, the first is 2WD open station, the second is 4WD open station and the third is 4WD with factory-installed cab option. 
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5095M 5105M 5120M 5130M
ENGINE TYPE JD PowerTechTM 4045 EWL JD PowerTechTM 4045 EWL JD PowerTechTM 4045 EWL JD PowerTechTM 4045 EWL

ENGINE HP / PTO HP *95.0EHP/80.0HP *105.0EHP/90.0HP *120.0EHP/105.0HP *130.0EHP/115.0HP

FUEL CAPACITY Up to 43.7 U.S. gal. Up to 43.7 U.S. gal. Up to 43.7 U.S. gal. 43.7 U.S. gal.

HYDRAULIC CAPACITY Up to 25.6 g/m Up to 25.6 g/m Up to 25.6 g/m Up to 25.6 g/m

DRIVE TRAIN

2WD/4WD 16F-16R Reverser / 
2WD/4WD 32F-16R Reverser / 

2WD/4WD PowrQuad+TM 16F-16R /
2WD/4WD Powr8 TM 32F/16R

2WD/4WD 16F-16R Reverser / 
2WD/4WD 32F-16R Reverser / 

2WD/4WD PowrQuad+TM 16F-16R /
2WD/4WD Powr8 TM 32F/16R

4WD 16F-16R Reverser /  
4WD 32F-16R Reverser / 

4WD PowrQuad+ TM 16F-16R /
4WD Powr8 TM 32F/16R

4WD PowrQuad+ TM 16F-16R /
4WD Powr8 TM 32F/16R

FRONT/REAR TIRES 4WD 12.4-24/18.4-30 12.4-24/18.4-30 12.4-24/18.4-30 12.4-24/18.4-30

3-POINT LIFT CAPACITY Up to 7,860 lb (24” Behind) Up to 7,860 lb (24” Behind) Up to 7,860 lb (24” Behind) Up to 7,860 lb (24” Behind)

3-POINT LIFT TYPE Category 2 Category 2 Category 2 Category 2

PTO TYPE Ind. Electrohydraulic Ind. Electrohydraulic Ind. Electrohydraulic Ind. Electrohydraulic

APPROX SHIP WEIGHT 8,140 / 8,765 / 9,185 lb† 8,140 / 8,765 / 9,185 lb† 8,765 / 9,185 lb† -- / -- / 9,185 lb†

LENGTH/WIDTH/HEIGHT 149.5 in./83.6 in./102.9 in. 149.5 in./83.6 in./102.9 in. 159.1 in./84.0 in./102.4 in. 159.1 in./84.0 in./102.4 in.

WARRANTY **10-Year/1,000-Hour **10-Year/1,000-Hour **10-Year/1,000-Hour **10-Year/1,000-Hour

FRONT LOADER 540M / 540R Optional 540M / 540R Optional 540M / 540R Optional 540M / 540R / H310 Optional

LDR LIFT HEIGHT/CAP Up to 141.5 in./4,246 lb Up to 141.5 in./4,246 lb Up to 141.5 in./4,246 lb Up to 141.5 in./4,246 lb




